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TURN RADIUS ~ TYP.

RADIUS POINT OF RIGHT

T-23B

TURN RADIUS ~ TYP.
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U-TURN EYEBROW

 

50’

 

50’

50’ AFTER THE END OF THE TAPER.

BEGIN SHOULDER RUMBLE STRIP

BEFORE THE BEGINNING OF THE TAPER.

TERMINATE SHOULDER RUMBLE STRIP 50’ 

150’ 

TURN RADIUS.

END OF EACH RIGHT

THE BEGINNING OR 

RUMBLE STRIP FROM 

TERMINATE SHOULDER

BIKE SHOULDER TAPER

AT THE BEGINNING OF THE 

END SHOULDER RUMBLE STRIP

SHOULDER

EDGE OF PAVED 

TURN RADIUS.

END OF EACH RIGHT

THE BEGINNING OR 

RUMBLE STRIP FROM 

BEGIN SHOULDER

WITH BIKE LANE

URBAN SHOULDER 

RURAL SHOULDER

END OF MEDIAN BREAK RADIUS.

STRIP AT THE BEGINNING OR 

TERMINATE INSIDE SHOULDER RUMBLE 

OF RADIUS AFTER MEDIAN BREAK.

STRIP AT THE BEGINNING OR END 

BEGIN INSIDE SHOULDER RUMBLE 

END OF MEDIAN BREAK RADIUS

STRIP AT THE BEGINNING OR 

TERMINATE INSIDE SHOULDER RUMBLE 

OF RADIUS AFTER MEDIAN BREAK

STRIP AT THE BEGINNING OR END 

BEGIN INSIDE SHOULDER RUMBLE 

SHOULDER TAPER

NO SCALE             DATE: SEPTEMBER 2017

WITH 10’ GAP (TYP)

OUTSIDE SHOULDER 30’ RUMBLE

WITH 10’ GAP (TYP)

OUTSIDE SHOULDER 30’ RUMBLE
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STRIPS ON THE DRIVEWAY

THE MAINLINE, DO NOT PLACE RUMBLE 

CONCRETE DRIVEWAYS TIE DIRECTLY INTO 

IN RETROFIT SITUATIONS WHERE

NON-FREEWAY

SHOULDER RUMBLE STRIP:

OPENING

MEDIAN

OPENING

MEDIAN

RIGHT TURN LANES OR TURNING EYEBROWS

 PLACEMENT AT INTERSECTIONS WITH

OUTSIDE SHOULDER RUMBLE STRIP

DRIVEWAY WITHOUT A RADIUS

OF RESIDENTIAL DRIVEWAYS OR ANY 

CONTIUE ON THE PAVED SHOULDER IN FRONT 

* NOTES: SHOULDER RUMBLE STRIPS SHALL 

SIDESTREETS AND TRANSITION FROM RURAL TO URBAN SHOULDER

OUTSIDE SHOULDER RUMBLE STRIP PLACEMENT AT DRIVEWAYS/

AT INTERSECTIONS WITH TURN LANES 

INSIDE SHOULDER RUMBLE STRIP PLACEMENT 

AT INTERSECTIONS WITHOUT TURN LANES

INSIDE SHOULDER RUMBLE STRIP PLACEMENT 

BEGIN CURB AND GUTTER

END PAVED SHOULDER.

REFER TO T-25 FOR RUMBLE STRIP DETAILS

GENERAL NOTES:


